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P AR T NUMBER COLOUR LENS VOL T AGE CURRENT LUMINOUS W A VE OPERA TING ST ORAGE

DC (Vdc) DC (mA) INTENSITY LENGTH TEMP TEMP

V opr lopr lv@20mA (mcd) l p (nm) T opr T stg

61 1-301-21 Red Colour Dif fused 12 20 900 660 -40 ~ +85^ -40 ~ +85 Y es

61 1-325-21 Y ellow Colour Dif fused 12 20 4300 590 -30 ~ +85^ -40 ~ +120 Y es

61 1-324-21 Green Colour Dif fused 12 20 7800 525 -30 ~ +85^ -40 ~ +100 Y es

61 1-934-21 Blue Colour Dif fused 12 20 2300 470 -30 ~ +85^ -40 ~ +100 Y es

61 1-998-21 Cool White Colour Dif fused 12 20 4600 see below -30 ~ +85^ -40 ~ +100 Y es

61 1-301-23 Red Colour Dif fused 24-28 20 900 660 -40 ~ +85^ -40 ~ +85 Y es

61 1-325-23 Y ellow Colour Dif fused 24-28 20 4300 590 -30 ~ +85^ -40 ~ +120 Y es

61 1-324-23 Green Colour Dif fused 24-28 20 7800 525 -30 ~ +85^ -40 ~ +100 Y es

61 1-934-23 Blue Colour Dif fused 24-28 20 2300 470 -30 ~ +85^ -40 ~ +100 Y es

61 1-998-23 Cool White Colour Dif fused 24-28 20 4600 see below -30 ~ +85^ -40 ~ +100 Y es

UNITS Vdc mA mcd nm °C °C

l Black anodised aluminium housing

l Internal reverse protection diode fitted as st andard in all

volt age models

l Sealed to IP67

l Flying lead terminations available

l Suit able for high vibration applications

PROFESSIONAL LED INDICA T ORS Ø6.35mm Mounting

SAMPLES A V AILABLE© MARL INTERNA TIONAL L TD 2007 : DS 041/06  Issue 2

Ordering Information & T ypical T echnical Characteristics (T a = 25°C)

Mean T ime Between Failure = 100,000 Hours.  Luminous intensity figures refer to the unmodified discrete LED.

FEA TURES

SPECIFICA TION

HIGH INTENSITY

61 1 SERIES

P ACK QUANTITY = 10 PIECES
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Other volt ages AC/DC available. Please cont act our T echnical Sales.

^ = Product s must be derated according to the derating information. Each derating graph refers to specific LEDs.  

Intensities (lv) and colour shades of white (x,y co-ordinates) may vary between LEDs within

a batch.

998 * T ypical emission colour cool white

x 0.296 0.283 0.330 0.330

y 0.276 0.305 0.339 0.318



Body Black Anodised Aluminium

Nut Bright Nickel Plated Brass

Panel Seal V iton

T ermination T ags T in Plated Phosphor Bronze

Fresnel lens Polycarbonate

Encap sulation Epoxy

Lock W asher S pring S teel

61 1 Series

MA TERIALS PUSH-ON CONNECT ORS

TECHNICAL CHARACTERISTICS

OPTIONAL FL YING LEAD TERMINA TIONS

SERIES MAXIMUM MAXIMUM P ANEL NUT MINIMUM MIN/MAX.

POWER REVERSE CUT OUT MOUNTING MOUNTING P ANEL

DISSIP A TION VOL T AGE T ORQUE CENTRES THICKNESS

61 1 500 3* / 75• 6.35 0.6 x,y = 1 1.0 1.5-7.0

mW Vdc mm Nm mm mm

* = Current V ersion  • = V olt age V ersion

ORDER SUPPL Y WIRE WIRE NO/DIAMETER DIAMETER COMMENTS

CODE VOL T AGE COLOUR LENGTH OF OVER

SUFFIX CONDUCT ORS INSULA TION

15 DC Product s Red-anode / Black-cathode 150mm

15 AC Product s Brown-live / Blue-neutral 150mm Customised

19/0.15mm 1.2mm lengths

19 DC Product s Red-anode / Black-cathode 1000mm available

19 AC Product s Brown-live / Blue-neutral 1000mm

909-000-00 is gold plated.

910-000-00 is tin plated.

For use with 61 1 series lamp s.

Dimensions in mm (T ypical)

Not to scale
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Anode termination indicated by long pin.

Mounting hole to be clean and burr free

BS EN ISO 9001:2000

Approved Manufacturer
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Dimensions in mm (T ypical)

Not to scale
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Mounting Hole
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BS EN ISO 9001:2000

Approved Manufacturer
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DERA TING INFORMA TION

301 325 324, 934 & 998


